IL NOSTRO PENSIERO SI E CONCENTRATO NELLO SVILUPPO DI UN PROGETTO
INTELLIGENTE, EMOZIONALMENTE APPAGANTE, FORMALMENTE PULITO, FLESSIBILE E
TRASVERSALE NEGLI ELEMENTI E NELLE FINITURE, SEMPLICE, ELEGANTE E INTUITIVO
NEL MONTAGGIO, IN DUE PAROLE, SMART WING.

OUR THOUGHT CONCENTRATED TO THE DEVELOPMENT OF A SMART PRODUCT,
EMOTIONALLY SATISFYING, CLEAN IN LINES, FLEXIBLE AND TRANSVERSAL IN ANY PARTS
AND FINISHINGS, WITH AN EASY AND INTUITIVE ASSEMBLING SYSTEM.

DESIGN _: BELCORE - TINAGLI












ORGANIZE CUSTOMIZING

WING SYSTEM IS THE RESULT OF A CAREFUL WORK PROJECT. IT COMBINES THE UTILITY OF CLASSIC EQUIPMENTS FOR MID-WAY UNIT,
WHICH ALLOW TO HAVE WHAT WE NEED HANDY, WITH A DESIGN WHICH INTERPRETS PERFECTLY ANY KITCHEN PLAN, BOTH IN THE
- MODERN STYLE AND THE CLASSIC-CONTEMPORARY ONE. ‘
- IT IS PROVIDED WITH LED TECHNOLOGY, FOR AN EMOTIONAL LIGHTING OF THE BACK AND AN USEFUL LIGHTING OF THE WORKTOP.
THE FIXING SYSTEM HAS BEE‘N STUDIED CAREFULLY, AND IT RESULTS VERY SIMPLE AND READY.







LA PARTICOLARE FORMA ESTETICA CONSENTE DI INTERPRETARE AL MEGLIO OGNI PROGETTO DI CUCINA
DI GUSTO MODERNO O DI SAPORE CLASSICO CONTEMPORANEQO.




SPACE USABILITY

THE LARGE RANGE OF ARTICLES OFFERED BY WING SYSTEM ALWAYS ALLOWS AN OPTIMUM SPACE USE, AND GIVES THE CHANCE TO
CUSTOMIZE THE MULTIPURPOSE RACKS LENGTH UP TO A MAXIMUM OF CM. 360.










CLEAN LINES: THE ACCESSORIES, PARTICURALRLY THE MULTIPURPOSE RACK, REMAIN INTEGRATED TO THE BAR, WITHOUT
LOSING THEIR FUNCTIONALITY NOR THEIR IDENTITY.
TECHNICAL ADVANTAGES: BAR ASSEMBLING AND FIXING ARE VERY EASY.
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TASTE IN SHOWING

THE LINE CAN BE CUSTOMIZED: SEVERAL COLOURS ARE AVAILABLE, BAR LENGTH CAN BE CHOOSE, SO AS THE
MULTIPURPOSE RACKS LENGTH. AVAILABLE DEEPS: CM. 11 AND 16.










THE CHANCE TO CHOOSE THE SUITABLE FINISH ALLOWS YOU TO PLACE WING SYSTEM BOTH IN MODERN STYLE KITCHENS AND IN
CLASSIC-CONTEMPORARY ONES.




FUNCTIONALITY, UTILITY: ACCESSORIES EASY TO CLEAN.

WING SYSTEM ACCESSORIES CAN BE EASY COMPOSED
AND CHANGED POSITION.










DESIGN _: BELCORE - TINAGLI



BAR WITH HOOKS

THE NEW DESIGN OF THE BAR, BORN AS THE RESULT OF A CAREFUL PLANNING WORK, ALLOWS TO INTEGRATE THE HOOKS
SEATTING, THE MULTIPUROSE RACKS HOOKING SYSTEM, AND, ON REQUEST, THE LED LIGHTING WITH TOUCH SWITCH, KEEPING
COMPLETE CLEAN LINES.

BARS OF DIFFERENT LENGTHS FROM THE STANDARD ONES CAN BE PROVIDED, UP TO A MAXIMUM OF CM. 360. QUANTITIES AND
DELIVERY TIME ARE TO BE CHECKED AND AGREED AT THE ORDER.

CARAT TERISTICHE TECNICHE / SPECIFICATIONS

MATERIA PRIMA: ALLUMINIO LEGA 6060; TERMINALI IN ZAMA
SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIAL: ALUMINIUM ALLOY 6060; ENDS IN ZAMAK
FINISHING THICKNESS: FROM 10 TO 15 MICRON.

BARRA ALLUMINIO CON 4 GANCI / ALUMINIUM BAR WITH 4 HOOKS

CODICI / CODE
FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX LUNG. | PROF. ALT. PL | PN V | MISURE IMBALLO
CHIMICO |LUCIDO [SPAZZOLATO [LENGHT | DEEP |HEIGHT | GW. | NW. BOX MEASURES
CHEMICAL |BRIGHT (BRUSHED MM MM MM KG. | KG. |DMC MM
SILVER INOX INOX
7710A 7710C  |[7710E 600 15 45 045 (040 |13 30 X 60 X 700
7720A 7720C |7720E 800 15 45 065 |(060 |18 30 X 80 X 1000
7730A 7730C |7730E 1200 15 45 085 (080 |24 30 X 80 X 1300
7740A 7740C | 7740E 1800 15 45 125 (115 34 30 X 60 X 1800







BAR WITH HOOKS AND LED SYSTEM

THE NEW DESIGN OF THE BAR, BORN AS THE RESULT OF A CAREFUL PLANNING WORK, ALLOWS TO INTEGRATE THE HOOKS SEATTING,
THE MULTIPUROSE RACKS HOOKING SYSTEM, AND, ON REQUEST, THE LED LIGHTING WITH TOUCH SWITCH, KEEPING COMPLETE
CLEAN LINES.

BARS OF DIFFERENT LENGTHS FROM THE STANDARD ONES CAN BE PROVIDED, UP TO A MAXIMUM OF CM. 360. QUANTITIES
AND DELIVERY TIME ARE TO BE CHECKED AND AGREED AT THE ORDER.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIA PRIMA: ALLUMINIO LEGA 6060; TERMINALI IN ZAMA
SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON
LED:

FLEXILED CR 4.8W / MT - 60 LEDS / MT COOL WHITE
TOUCHLED INCASSATO SUL PROFILO,

CONVERTER 13W 220-240VAC @12VDC

RAW MATERIAL: ALUMINIUM ALLOY 6060; ENDS IN ZAMAK
FINISHING THICKNESS: FROM 10 TO 15 MICRON

LED:

FLEXILED CR 4.8W / MT - 60 LEDS / MT COOL WHITE
TOUCHLED IN THE BAR

CONVERTER 13W 220-240 VAC @12VDC.

BARRA ALLUMINIO CON ILLUMINAZIONE LED E 4 GANCI
ALUMINIUM BAR WITH 4 HOOKS AND LEDS SYSTEM
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX LUNG. | PROF. ALT. PL | PN V | MISURE IMBALLO
CHIMICO |LUCIDO [SPAZZOLATO [LENGHT | DEEP |HEIGHT | GW. | NW. BOX MEASURES
CHEMICAL |BRIGHT (BRUSHED MM MM MM KG. | KG. |DMC MM
SILVER INOX INOX
771A 7711C 771E 600 15 45 055 |050 |18 40 X 60 X 700
7721A 7721C  |7721E 900 15 45 0.75 |0.70 |24 40 X 60 X 1000
7731A 7731C | 7731E 1200 15 45 095 |090 |32 40 X 60 X 1300
7741A 7741C | 7741E 1800 15 45 135 |125 |45 40 X 60 X 1900







MULTIPURPOSE RACKS

THEY ARE AVAILABLE WITH 2 DIFFERENT DEEPS AND 4 DIFFERENT LENGHTS.

MULTIPURPOSE RACKS WITH DIFFERENT LENGHTS FROM THE STANDARD ONES CAN BE PROVIDED, UP TO A MAXIMUM OF 360 CM.
QUANTITIES AND DELIVERY TIME ARE TO BE CHECKED AND AGREED AT THE ORDER.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIA PRIMA: ALLUMINIO LEGA 6060
SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIAL: ALUMINIUM ALLOY 6060
FINISHING THICKNESS: FROM 10 TO 15 MICRON.

MENSOLA ALLUMINIO PORTAOGGETTI / ALUMINIUM MULTIPORPOSE RACK
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX A B H PL. P.N. \ MISURE IMBALLO
CHIMICO |LUCIDO [SPAZZOLATO GW. | NW. BOX MEASURES
CHEMICAL |BRIGHT (BRUSHED MM MM MM KG. KG. DMC MM
SILVER INOX INOX
7010A 7010C |7010E 320 160 42 0.70 |0.50 33 340 X 165 X 55
7030A 7030C |7030E 350 110 42 0.50 040 |32 370 X 115 X 55
7040A 7040C |7040E 455 160 42 080 |060 (46 470 X 185 X 55
7080A 7080C |7080E 250 110 42 030 |020 |16 280 X 115 X 55







JAR RACK

IT CONSISTS OF AN ALUMINIUM FRAME AND 3 JARS WITH CAP IN EVAPORATED BEECH-WOOD.
FOR PULLING OUT EASY THE JARS, 20 CM. OF FREE SPACE OVER THE BAR ARE NECESSARY.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIE PRIME:

MENSOLA: ALLUMINIO LEGA 6060

TAPPO BARATTOLI: ACCIAIO E FAGGIO EVAPORATO
BARATTOLIL: VETRO

SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIALS:

FRAME: ALUMINIUM ALLOY 6060

CAP JAR : STEEL

JARS: GLASS

FINISHING THICKNESS: FROM 10 TO 15 MICRON.

MENSOLA ALLUMINIO PORTA BARATTOLI / ALUMINIUM JAR RACK
CODICI / CODE
FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES

ARGENTO |INOX INOX
CHIMICO [LUCIDO |SPAZZOLATO

LUNG. | PROF. ALT. PL. | PN VvV |MISURE IMBALLO

CHEMICAL [BRIGHT |BRUSHED LE’FA%HT D&EAP HE,\IA(,?AHT GK(V;V : NK\C/;V DMC SOA MI\EQSURES
SILVER INOX INOX ' '
7020A 7020C 7020E 350 110 160 15 14 8.7 | 360 X 210 X 115







UPRIGHT SPICE-RACK

ALUMINIUM FRAME, SUPPORT IN EVAPORATED BEECH-WOOD AND STAINLESS STEEL SPICE JARS. IT DIFFERS FROM TRADITIONAL SPICE
RACKS FOR ITS VERTICAL STRUCTURE.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIE PRIME :

MENSOLA:ALLUMINIO LEGA 6060

PORTASPEZIE: FAGGIO EVAPORATO

BARATTOLINI : INOX 18/10

SPESSORE DEL RIVESTIMENTO:

CLASSE DA 10 A 15 MICRON

RIVESTIMENTO PORTASPEZIE:

VERNICE TRASPARENTE ALDER AQUAKRISTAL CFB

RAW MATERIALS:

FRAME: ALUMINIUM ALLOY 6060;

SPICES-BLOCK: EVAPORATED BEECH-WOOD.

JARS: INOX 18/10

FINISHING THICKNESS: FROM 10 TO 15 MICRON.

SPICES-BLOCK FINISHING: VARNISH ALDER AQUAKRISTAL CFB

MENSOLA ALLUMINIO PORTA BARATTOLI / ALUMINIUM JAR RACK
CODICI / CODE
FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES

ARGENTO |INOX INOX
CHIMICO |LUCIDO [SPAZZOLATO
CHEMICAL |BRIGHT |BRUSHED
SILVER INOX INOX

VASIOZ:Y 7160C 7160E 350 130 192 24 23 83 | 360 X 200 X 115

LUNG. | PROF. ALT. PL | PN VvV [MISURE IMBALLO
LENGHT | DEEP |HEIGHT | GW. | N.W. BOX MEASURES
MM MM MM KG. | KG. |DMC MM







SPICE-RACK

IT CONSISTS OF AN ALUMINIUM FRAME, A STAINLESS STEEL JAR RACK, AND 3 SPICE JARS.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIA PRIMA :

MENSOLA: ALLUMINIO LEGA 6060
BARATTOLINI E SPAZIATORE: INOX 18/10
SPESSORE DEL RIVESTIMENTO:

CLASSE DA 10 A 15 MICRON

RAW MATERIAL: ALUMINIUN ALLOY 6060
JAR RACK AND JARS: INOX 18/10
FINISHING THICKNESS: FROM 10 TO 15 MICRON

MENSOLA ALLUMINIO PORTA BARATTOLI / ALUMINIUM JAR RACK
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES

ARGENTO |INOX INOX
CHIMICO |LUCIDO [SPAZZOLATO
CHEMICAL |BRIGHT |BRUSHED
SILVER INOX INOX

7150A 7150C 7150E 250 110 75 07 | 06 16 280 X 120 X 85

LUNG. | PROF. ALT. PL | PN VvV [MISURE IMBALLO
LENGHT | DEEP |HEIGHT | GW. | N.W. BOX MEASURES
MM MM MM KG. | KG. |DMC MM







UPRIGHT KNIFE-BLOCK HOLDER

ALUMINIUM FRAME AND KNIFE-BLOCK IN EVAPORATED BEECH-WOOD.

IT IS DIFFERENT FROM THE ACTUAL KNIFE-BLOCKS FOR ITS UPRIGHT LOOK. THE BLADES JAMMING IS GUARANTEED BY MAGNETS WITH
GIVE TO THE KNIVES STABILITY AND SAFETY.

FOR AN EASY HOOKING OF THIS ARTICLE 10 CM. OF FREE SPACE OVER THE BAR ARE NECESSARY. IF THE CHOPPING-BOARD IS SUP-
PLIED TOO, THIS MEASURE BECOME CM. 23.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIE PRIME:

MENSOLA: ALLUMINIO LEGA 6060

PORTACOLTELLI: FAGGIO EVAPORATO

SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIALS:

FRAME: ALUMINIUM ALLOY 6060

KNIFE-BLOCK: EVAPORATED BEECH-WOOD
FINISHING THICKNESS: FROM 10 TO 15 MICRON.

MENSOLA ALLUMINIO PORTA COLTELLI VERTICALE / ALUMINIUM UPRIGHT KNIFE-BLOCK HOLDER
CODICI / CODE
FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX LUNG. | PROF. ALT. PL | PN V | MISURE IMBALLO
CHIMICO |LUCIDO [SPAZZOLATO [LENGHT | DEEP |HEIGHT | GW. | N.W. BOX MEASURES
CHEMICAL |BRIGHT (BRUSHED MM MM MM KG. | KG. | DMC MM
SILVER INOX INOX
7130A 7130C 7130E 350 110 185 21 2.0 83 | 360 X 200 X 115
OPZIONE CON TAGLIERE / WITH CHOPPING BOARD
7131A VAKY®; 7131E 350 110 205 23 22 85 360 X 215 X 115







SHELF FOR KNIFE-BLOCK

e

ALUMINIUM FRAME AND KNIFE-BLOCK IN EVAPORATED BEECH-WOOD.
COMPLETE CLEAN LINES.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIE PRIME:

MENSOLA: ALLUMINIO LEGA 6060

PORTACOLTELLI: FAGGIO EVAPORATO

SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIALS:

FRAME: ALUMINIUM ALLOY 6060

KNIFE-BLOCK: EVAPORATED BEECH-WOOD
FINISHING THICKNESS: FROM 10 TO 15 MICRON.

MENSOLA ALLUMINIO PORTA COLTELLI ORIZZONTALE / ALUMINIUM SHELF WITH KNIFE-BLOCK
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX LUNG. | PROF. ALT. PL | PN V | MISURE IMBALLO
CHIMICO [LUCIDO |SPAZZOLATO |LENGHT | DEEP |HEIGHT | GW. | NW. BOX MEASURES
CHEMICAL [BRIGHT |BRUSHED MM MM MM KG. | KG. |DMC MM

SILVER INOX INOX
7140A 7140C  [7140E 435 160 60 20 19 58 460 X 180 X 70




O,




PAPER-RACK

IT CONSISTS OF AN ALUMINIUM FRAME AND A SUPPORT IN EVAPORATED BEECH-WOOD.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIE PRIME :

MENSOLA: ALLUMINIO LEGA 6060

RULLO: FAGGIO EVAPORATO

SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIALS:

FRAME: ALUMINIUM ALLOY 6060

ROLLER: EVAPORATED BEECH-WOOD
FINISHING THICKNESS: FROM 10 TO 15 MICRON.

MENSOLA ALLUMINIO PORTA CARTA / ALUMINIUM PAPER RACK
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO [INOX INOX LUNG. | PROF. ALT. PL. | PN V | MISURE IMBALLO
CHIMICO [LUCIDO |SPAZZOLATO |LENGHT | DEEP |HEIGHT | GW. | N.W. BOX MEASURES
CHEMICAL [BRIGHT |BRUSHED MM MM MM KG. | KG. |DMC MM

SILVER INOX INOX
7300A 7300C |[7300E 320 160 42 055 |045 |37 340 X 165 X 55







ALUMINIUM/FILM-RACK

IT CONSISTS OF AN ALUMINIUM FRAME AND 2 SUPPORTS IN EVAPORATED BEECH-WOOD

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIE PRIME:

MENSOLA: ALLUMINIO LEGA 6060

RULLI: FAGGIO EVAPORATO

SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIALS:

FRAME: ALUMINIUM ALLOY 6060

ROLLER: EVAPORATED BEECH-WOOD
FINISHING THICKNESS: FROM 10 TO 15 MICRON.

MENSOLA ALLUMINIO PORTA PELLICOLE / ALUMINIUM FILMS RACK
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX LUNG. | PROF. ALT. PL | PN V | MISURE IMBALLO
CHIMICO [LUCIDO |SPAZZOLATO |LENGHT | DEEP |HEIGHT | GW. | NW. BOX MEASURES
CHEMICAL [BRIGHT |BRUSHED MM MM MM KG. | KG. | DMC MM
SILVER INOX INOX
7200A 7200C |[7200E 380 110 42 055 (045 (37 400 X 120 X 55
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ALUMINIUM/PLATE-RACK

IT CONSISTS OF AN ALUMINIUM FRAME AND A STAINLESS STEEL PLATE RACK

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIA PRIMA : ALLUMINIO LEGA 6060
PORTAPIATTO: INOX 18/10
RIVESTIMENTO:

INOX SPAZZOLATO MECCANICO
SPESSORE DEL RIVESTIMENTO:

CLASSE DA 10 A 15 MICRON

RAW MATERIAL: ALUMINIUN ALLOY 6060
PLATE-RACK: INOX 18/10

FINISHING: MECHANICALLY BRUSHED STAINLESS
FINISHING THICKNESS: FROM 10 TO 15 MICRON

MENSOLA ALLUMINIO PORTAPIATTI / ALUMINIUM PLATE-RACK
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX LUNG. | PROF. ALT. PL | PN V| MISURE IMBALLO
CHIMICO |LUCIDO |[SPAZZOLATO |LENGHT | DEEP |HEIGHT | GW. | N.W. BOX MEASURES
CHEMICAL |BRIGHT |BRUSHED MM MM MM KG. | KG. |DMC MM
SILVER INOX INOX
7195A 7195C | 7195E 550 160 92 1 0.8 5 560 X 165 X 100




e e e
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ALUMINIUM/SOCKET-RACK

ALUMINIUM RACK WITH 2 SOCKETS, WITH TUBE MM 246, WALL SUPPORT, END CAP.

CARATTERISTICHE TECNICHE / SPECIFICATIONS

MATERIA PRIMA : ALLUMINIO LEGA 6060
RIVESTIMENTO:

INOX SPAZZOLATO MECCANICO
SPESSORE DEL RIVESTIMENTO:

CLASSE DA 10 A 15 MICRON

RAW MATERIAL: ALUMINIUN ALLOY 6060
FINISHING: MECHANICALLY BRUSHED STAINLESS
FINISHING THICKNESS: FROM 10 TO 15 MICRON

MENSOLA ALLUMINIO PORTAPRESE / ALUMINIUM SOCKET-RACK
CODICI / CODE

FINITURE / FINISHINGS DIMENSIONI E PESI / WEIGHTS AND MEASURES
ARGENTO |INOX INOX LUNG. | PROF. ALT. PL | PN V | MISURE IMBALLO
CHIMICO |LUCIDO |[SPAZZOLATO |LENGHT | DEEP |HEIGHT | GW. | N.W. BOX MEASURES
CHEMICAL |BRIGHT |BRUSHED MM MM MM KG. | KG. |DMC MM

SILVER INOX INOX
7070A 7070C |7070E 250 110 130 08 (06 5 260 X 120 X 150







MATERIA PRIMA: ALLUMINIO LEGA 6060
SPESSORE DEL RIVESTIMENTO: CLASSE DA 10 A 15 MICRON.

RAW MATERIAL: ALUMINIUN ALLOY 6060
FINISHING THICKNESS: FROM 10 TO 15 MICRON.

GANCIO / HOOK

CODICI / CODE

FINITURE / FINISHINGS

ARGENTO INOX LUCIDO |INOX
CHIMICO BRIGHT SPAZZOLATO
CHEMICAL INOX BRUSHED
SILVER INOX

7400A 7400C 7400E

MATERIA PRIMA: ZAMA

RAW MATERIAL: ZAMAK

TERMINALE / END CAP

CODICI / CODE

FINITURE / FINISHINGS

ARGENTO INOX
CHIMICO IBNR?SH%.UCIDO SPAZZOLATO
CHEMICAL INOX BRUSHED
SILVER INOX

7510A 7510C 7510E

MATERIE PRIME: ZAMA

RAW MATERIALS: ZAMAK

CODICE : 7500

WALL SUPPORT

HOOK

END CAP

L
}




AVAILABLE FINISHINGS

BRIGHT INOX : C

CHEMICAL SILVER : A

DIFFERENT FINISHINGS FROM THE STANDARD ONES CAN BE PROVIDED.
IN THIS CASE QUANTITIES AND DELIVERY TIME ARE TO BE CHECKED AND AGREED AT THE ORDER. 44/45
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